GIS REGISTRY INFORMATION

SITE NAME: FRANKS AUTO SERVICE

BRRTS #: 03-36-000607 FID # (if appropriate):

COMMERCE # (if appropriate): 54220-5436-20

CLOSURE DATE: 01/06/2004

STREET ADDRESS: 3820 CALUMET AVENUE

CITY: MANITOWOC

SOURCE PROPERTY GPS COORDINATES (meters in

WTM9I1 projection): X= 704537 Y= 403531

CONTAMINATED MEDIA: Groundwater Soil Both X

OFF-SOURCE GW CONTAMINATION >ES: [X]ves [Cne

IF YES, STREET ADDRESS 1: 3810 CALUMET AVENUE

GPS COORDINATES (meters in WTM91 projection): X= 704542 Y= 403549

OFF-SOURCE SOIL CONTAMINATION >Generic or Site-

Specific RCL (SSRCL): X |Yes No

IF YES, STREET ADDRESS 1:

GPS COORDINATES (meters in WTM91 projection): X= 704542 Y= 403549

CONTAMINATION IN RIGHT OF WAY: Yes DNO

DOCUMENTS NEEDED:

Closure Letter, and any conditional closure letter issued X

Copy of most recent deed, including legal description, for all affected properties X

Certified survey map or relevant portion of the recorded plat map (if referenced in the legal description) for all affected properties X

County Parcel ID number, if used for county, for all affected properties X

Location Map which outlines all properties within contaminated site boundaries on USGS topographic map or plat map in sufficient detail to permit the

parcels to be located easily (8.5x14" if paper copy). If groundwater standards are exceeded, the map must also include the location of all municipal and potable

wells within 1200 of the site. . X

Detailed Site Map(s) for all affected properties, showing buildings, roads, property boundaries, contaminant sources, utility lines, monitoring wells and

potable wells. (8.5x14", if paper copy) This map shall also show the location of all contaminated public streets, highway and railroad rights-of-way in relation to

the source property and in relation to the boundaries of groundwater contamination exceeding ch. NR 140 ESs and soil contamination exceeding ch. NR 720

generic or SSRCLs. X

Tables of Latest Groundwater Analytical Results (no shading or cross-hatching) X

Tables of Latest Soil Analytical Results (no shading or cross-hatching) X

Isoconcentration map(s), if required for site investigation (SI) (8.5x14" if paper copy). The isoconcentration map should have flow direction and

extent of groundwater contamination defined. If not available, include the latest extent of contaminant plume map. X

GW: Table of water level elevations, with sampling dates, and free product noted if present X

GW: Latest groundwater flow direction/monitoring well location map (should be 2 maps if maximum variation in flow direction is

greater than 20 degrees) : X

SOIL: Latest horizontal extent of contamination exceeding generic or SSRCLs, with one contour X

Geologic cross-sections, if required for SI. (8.5x14’ if paper copy) X

RP certified statement that legal descriptions are complete and accurate X

Copies of off-source notification letters (if applicable) X

Letter informing ROW owner of residual contamination (if applicable)(public, highway or railroad ROW) X
NA

Copy of (soil or land use) deed restriction(s) or deed notice if any required as a condition of closure

revised 7/2/03




ENVIRONMENTAL & REGULATORY SERVICES DIVISION
BUREAU OF PECFA

2129 Jackson Street
Oshkosh, Wisconsin 54901-1805
TDD #: (608) 264-8777

¥
\Visconsin

Fax #: (920) 424-0217
hitp://www.commerce.wi.gov
http://www.wisconsin.gov
Jim Doyle, Governor

Department of Commerce : : . Cory L. Nettles, Secretary

March 23, 2004

Ms. Jan Schramm
2101 South 42™ Street
Manitowoc, WI 54220

RE: Final Closure

Commerce # 54220-5436-20 WDNR BRRTS # 03-36-000607
Frank's Auto Service, 3820 Calumet Avenue, Manitowoc

Dear Ms. Schramm:

The Wisconsin Department of Commerce (Commerce) has received the items required as the
condition for closure for the site referenced above. This case is now listed as "closed" on the
Commerce database and will be included on the Wisconsin Department of Natural Resources
(WDNR) Geographic Information System (GIS) Registry of Closed Remediation Sites to
address residual soil and groundwater contamination. It is in your best interest to keep all
documentation related to the environmental activities conducted.

If residual contamination is encountered in the future, it must be managed in accordance with all
applicable state and federal regulations. If it is determined that any remaining contamination
poses a threat, the case may be reopened and further investigation or remediation may be
required.

Thank you for your efforts to bring this case to closure. If you have any questions, please
contact me in writing at the letterhead address or by telephone at (920) 424-0046.

Sincerely,

Hydrogeologist
Site Review Section

cc: Kari A. Rabideau - Miller Engineers & Scientists
Case File

File Ref: C:\Bob\542\54220\543620franks\CLOSEFINAL .doc
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ENVIRONMENTAL & REGULATORY SERVICES DIVISION
BUREAU OF PECFA

2129 Jackson Street
Oshkosh, Wisconsin 54901-1805
TDD #: (608) 264-8777

/
\Visconsin

Department of Commerce ' Cory L. Nettles, Secretary

January 6, 2004

Ms. Jan Schramm
2101 South 42™ Street
Manitowoc, WI 54220

RE: Conditional Case Closure

Commerce # 54220-5436-20 WDNR BRRTS # 03-36-000607
Frank's Auto Service, 3820 Calumet Avenue, Manitowoc

Dear Ms. Schramm:

The Wisconsin Department of Commerce (Commerce) has reviewed a request for case closure
prepared by Miller Engineers & Scientists for the site referenced above. It is understood that
residual soil and groundwater contamination remain on-site. Commerce has determined that
this site does not pose a significant threat to the environment and human health. No further
investigation or remedial action is necessary.

The following condition must be satisfied to obtain final closure:

e Documentation of the abandonment (WDNR Abandonment Form 3300-5B) of monitoring
wells MW-1 through MW-6, MW-9 and MW-10, recovery sump RS-1, and vacuum recovery
wells RW-1 through RW-12.

This letter serves as your written notice of “no further action.” Timely filing of your final PECFA
claim (if applicable) is encouraged. If your claim is not received within 120 days of the date of
this letter, interest costs incurred after 60 days of the date of this letter will not be eligible for
PECFA reimbursement.

Thank you for your efforts to protect Wisconsin's environment. If you have any questions,
please contact me in writing at the letterhead address or by telephone at (920) 424-0046.

Sincerely,

Ve 072

Robert H. Klauk, PG
Hydrogeologist
Site Review Section

cc: Kari A. Rabideau - Miller Engineers & Scientists
Case File

ERS-5524-E (R. 4/98) File Ref: C:\Bob\542\54220\543620franks\CONDITIONAL_CLOSURE.doc

Fax #: (920) 424-0217
http://www.commerce.state.wi.us
http://www.wisconsin.gov

Jim Doyle, Governor
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REPRESENTATIVE DEED
Document Number RECEIPT» 9858 STRTE OF WISCONSIN
. DEED MANTTCHOC COUNTY
Greg W. Schramm, as Personal Representative of the REE%%E%NU'F)DEEEDS
estate of Magdalen Spacek (Decedent"), for valuable RECE IVED FOR RECORD
consideration conveys, without warranty, tc Janice Schramm, 17 NOU 2909 19:44:35 AM

a 1/2 interest, and to Greg W. Schramm, a 1/4 interest and to
Jamie Schramm, a 1/4 interest, as tenants in commeon,
Grantees, the following described real estate in Manitowoc

County, State of Wisconsin: Record this document with the Register of Deeds
: . ame and refurn address:
Lot Numbered Twenty two (22) of Block Numbered Twohig Law Offices, S.C.
Twelve (12) of Kadow's Addition Number Two (2), (1:?121:\1. M@?‘E?’Sfff{g 1 1
in the City of Manitowoc, according to the Recorded 2oL

Plat of said Addition. TOGETHER WITH the ' Exemption 77.25 (11)
Northerly one-half N 1/2) of the vacated alley which
adjoins the Southeasterly boundary of said Lot 22;

And

Lot Numbered Twenty three (23) of Block Numbered Twelve (12) of Kadow's Addition *
Number Two (2), in the City of Manitowoc, according to the Recorded Plat of said Addition,
TOGETHER WITH the Northerly One-half (N 1/2) of the vacated alley which adjoins the
Southeasterly boundary of said Lot 23.

And

Lots Numbered Twenty seven (27), Twenty eight (28) and Twenty nine (29) of Block
Numbered Twelve (12) of Kadow's Addition Number Two (2), in the City of Manitowoc,
according to the Recorded Plat of said Addition. TOGETHER with the Southeasterly 1/2
of the vacated alley lying Northwesterly and adjacent to said Lots 27,28, and 29.

Tax Key No: 52-382-012-230-1
52-382-012-291-3

Personal Representative by this Deed does convey to Grantee all of the estate and interest in the
Property which the Decedent had immediately prior to Decedent's death, and all of the estate and interest
in the Property which the Personal Representative has since acquired.

A, o Al

_J Greg W. Schramm
‘ Personal Representative

Dated this _grp  day of _Neovemher , 2000.

STATE OF WISCONSIN )
)ss
CALUMET COUNTY ),

Personally came before me this 9th _ day of November , 2000, the above named , Greg W.
Schramm, Personal Representative of the estate of Magdalen Spacek , to me known to be the person
who executed the foregoing instrument and acknowledged the same.

Drafted by: Notary Public, Calumet County, WI
Kim M. Rietbrock My commission expires: 8/17/03
102 N. Madison Street

Chilton, WI 53014

BI COPY OF SCHRAMM DEED
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5?6208 ' SHERIFF'S DEED ON FORECLOSURE - “*—-f-

WHEREAS, pursuant to a Judgment for Foreclosure and sale
rendered in the Circuit Court of Manitowoc County, Wisconsin, on
July 8, 1980, Nunc Pro Tunc, June 27, 1990, 1ln an action between:

© FIRST INTERSTATE BANK OF WISCONSIN
n/k/a Norwest Bank Wisconcin East Central
R Co Plaintiff, RECE
VoL

IVED FOR RECH
929+ gy
.EARL .C. KUGLER and .

1530H0Y -6 Mi110: 20

DOLORES KUGLER, his wife, and o
MANITOWOC COMMUNITY CREDIT UNION, A POE S
‘ ' ' Defendants. REBISTER ' DFEDS

vs

Deed EZxemph: Sac. 77.25{14)

and, after due advertisement, the subject premises
hereinaftar described were sold on October 5, 1990, to Reginald
P. Buran the highest bidder, for the sum of Forty-five Thousand
and 00/100 ($45,000.00) Dollars; and

WHEREAS, the said Reginald P. Buran is now entitled to a
conveyance according to law.

NOW, THEREFORE, the undersigned in consideration of the
payment to the Clerk of Court of Forty-five Thousand and 00/100
{$45,000.00) Dollars, receipt of which is hereby acknowledged,
conveys to First Interstate Bank of Wisconsin n/k/a Norwest Bank
Wiscensin East Central, the following tract of land in Manitowoc
County, Wisconsin:

Lots Number Nineteen (19), Twenty (20}, Twenty-one (21),
Thirty {30) and Thirty-one (31) of Block Numbered Twelve
{12) of Kadow's Addition No. Two (2), being part of the
subdivison of the Southwest Quarter of Section 25§,
Township 19 North, Range 23 East.

TOGETHER WITH that portion of vacated alley which

adjoins the Northwesterly boundary of said Lots 30 and

31, and that portion of vacated alley which adjoins the
Southeasterly boundary of said Lots 19, 20 and 21. . LL);S

Dated at Manitowoc, Wisconsln, i% /g . day of pctober,
1990, é{,’"
' I Zohcad A B

Thomhs H. Kocour®k, Sheriff
Manitowoc County, State of Wisconsin

STATE OF WISCONSIN)
MANITOWOC COUNTY )SS

Personally came before me this AD day of Octobef, 1990, the
above named Thomas H. Kocourek, known to be the individual and"m?w%

officer described in, and who executed the above'ccnveyanqquann .
acknowledged that he executed the same as such sheriff, ﬁg?”ﬁbea“a(.
uses and purposes therein set forth. =7 o~ - e
P i ) - S m is
Drafted By: =i s

Thomas A. Van Horn Eaneesn . L2isT ., Notary,®u
1131 South 8th Street Ez.ﬁanitowéc County, State of W)

{57
Manitowoc, WI 54220 vy Commission expires: C%ﬁ;éaiﬁﬂ?ﬁﬁrﬂ

BI COPY OF BURAN DEED
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Site Information:

Tax Parcel Identification Numbers:  52-382-012-230-1
52-382-012-291-3
Address: 3820 Calumet Avenue
Manitowoc, Wisconsin 54220

Geographic Position: WTM Coordinates obtained from
WDNR Website: 704540, 403529

Property located inside contaminant boundaries:

Tax Parcel Identification Numbers: 52-382-012-311-0

Address: 3810 Calumet Avenue
Manitowoc, Wisconsin 54220

Geographic Position: WTM Coordinates obtained from
WDNR Website: 704542, 403549

\—g_____—— B3 PARCEL ID NUMBER
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Date By CLIENT: FRANK SPACEK
7-12-91 HVM JoB : FRANK'S AUTO SERVICE

Job No. Ck LOCATION: 3820 CALUMET AVENUE
11194E KKG MANITOWOC, WISCONSIN

MILLER

ENGINEERS

B4 SITE LOCATION MAP




PROPOSED £sTWG unuTES
MONITORING WELL ELEVATIONS MHO—3=——3=——3——  SAMTARY SEWER W/MANHOLE
- - 8 ~e———— 8 —  SANITARY SERVICE
MW# | GROUND RIM PVC MO~ om——pm——t——  STORM SEWER W/MANHOLE
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TABLE 2
Historical Ground Water Analytic Test Results

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

MW1--up/sidegradient .
Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite Methane

Benzene Ethylbenzene MTBE
DATE —(epb) __ (pob) __(ppb) _ (ppb)  zmes(ppb)  _(ppb)  __(pph) (ppb) (om)  (ppm)  (pm)  (ppm) (opm) (ppm)
11/13/91 250 35 ND 34 ND 25 344 - -- - - - - -
12/06/93 130 33 ND 3.1 42 9.1 150 - - - - - - -
03/11/94 65 4.1 ND 32 9.7 8.9 91 - - - - - - -
07/29/94 240 23 ND 34 56 86 439 - - - - - . -
04/03/95 100 4.7 ND 54 72 25.2 143 - - - - - - -
09/21/95 220 59 ND 78 5 17 256 — - - - - - -
05/08/96 331 342 ND 223 ND 43.1 431 - - 2.68 0.20 - <0.5 -
10/21/96 30.0 13 ND ND 1.3 3.8 36 - - 4.12 0.13 <1.5 - -
01/20/97 293 3.9 ND 78 ND 11 52 - - - - - - -
07/21/97 3.1 1.4 ND 13 1.46 43 12 - - - . - - -
01/28/98 <0.16 <0.29 <0.20 <0.36 <0.64 <0.94 <LOD - - - - . - -
07/14/98 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 0.4 0.453 0.289 63.0 - -
02/23/99 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 2.5 - - - - -
05/19/99 Not Sampled -
08/30/99 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 3.0 0.017 0.172 203 382 <0.001
11/22/99 Not Sampled 0.4
02/15/00 <0.15 <0.5 <03 <0.4 <0.55 <0.55 <LOD <0.8 0.4 0.039 0.301 259 17.3 -
05/18/00 Not Sampled -
08/10/00 Not Sampled 1.0
01/04/01 Not Sampled 5.1
06/05/01 Not Sampled 1.9
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite
Water Standard _| Benzene (ppb) ©pb) @) | (pb) | benzenes Gpb) |Xylenes(pph)|  (opb) Ironpm) | Manganese (ppm) |  (ppm) | as N (ppm)
Enforcement
Standard 5 ._T00 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 - 140 12 200 2 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)

<<Below WDNR Reporting Limit (RL)

t Analyte detected between lab's limit of detection (1.OD) and limit of quantitation (LOQ)
-~ Parameter Not Sampled

B6A GROUNDWATER ANALYTIC TEST RESULTS




TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

MW2—downgradient (nearest to source)
Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite Methane

DATE __(epb) ___ (ppb) __(ppb) __ (pph) zemes (ppb)  _(ppb)  ___ (ppb) (ppb) (ppm) (ppm) (ppm)  (ppm) {ppm)  (ppm)

11/13/91 11,000 2,300 ND 18,000 2,780 8,400 42,980 - - - - -- - - :
12/06/93 18,000 9,000 ND 42,000 31,000 57,000 157,000 - - - = - - - :
03/11/94 7,800 27,000 ND 20,000 95,000 218,000 367,800 - - - - - - - i
07/29/94 Free Product

04/03/95 Free Product

09/21/95 13,000 2,700 ND 24,000 2,880 14,500 57,080 - - - - - - -

05/08/96 13,600 3,450 ND 41,900 5,350 21,810 86,110 - - 2.93 0.58 - <0.5 -

10/21/96 18,900 2,340 ND 44,700 1,841 15,890 83,671 - - 6.09 0.23 <1.5 - -

12/30/96 System Start-up

01/20/97 12,300 6,080 ND 40,000 8,710 31,220 98,310 - -- - - - - -

07/21/97 5,600 2,300 ND 16,000 2,000 12,900 38,800 -- - -- - - - -

01/28/98 Not Sampled -

07/14/98 4,010 3,350 <<1.0 5,030 12,820 24,730 49,940 2,210 0.4 3.10 0.319 48.9 - -

02/23/99 844 715 <<100 379 4,760 13,730 20,428 843 23 1.74 0.353 31.0 0.36 -

05/19/99 394 211 <30 222 3,938 11,010 15,775 525 ' 22 - - - - -

07/19/99 System Shutdown

08/30/99 252 135 <6.0 76 1,661 4,000 6,124 275 0.4 3.77 0.503 95.6 5.19 0.281

11/22/99 223 90 <30 <40.0 1,824 3,730 5,867 432 2.1 - - - - -

02/15/00 287 214 <15 170 6,950 1,020 14,641 1,640 2.5 162 0.441 130 71.2 -~

05/18/00 57.8 97.3 <30 <40 1,040 1,796 2,991 147 13 - - - - -

08/10/00 18.0 42.9 <6.0 14.6 1,177 1,391 2,644 671 1.5 0.219 0.592 120 149 0.16

01/04/01 6.53 38.2 <6.0 352 2,466 1,969 4,515 889 53 - - - - -

06/05/01 <11 <12 <12 <12 191 270 461 160 3.9 0.15 0.65 - - 0.013

NR 148 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite

Water Standard | Benzene (ppb) > (pb) (ppb) (ppb) b (ppb) | Xylenes (ppb) (ppb) Iron (ppm) Manganiese (ppm) (ppm) asN(ppm)

gme:inmt 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10

Preventive Action

Limit 0.5 140 12 200 96 1,000 ] 0.15 0.025 125 2

< Below method Limit of Detection (LOD)

<<Below WDNR Reporting Limit (RL)

1 Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled




MW3-—sidegradient

TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowos, Wisconsin
Project Number: 11194E

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes  Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) (ppb) (ppb) (ppb) zenes (ppb) (ppb) (ppb) (ppb) (ppm) {ppm) (ppm}
11/13/91 53 12 ND 87 8.9 36 197 - - - -
12/06/93 ND ND ND ND 1 0.52 1.5 - - - -
03/11/94 ND ND ND 0.65 2.1 21 4.9 - - - -
07/29/94 ND ND ND ND ND ND <LOD - - - -
04/03/95 ND ND ND ND ND ND <LOD - - - -
09/21/95 ND ND ND ND ND ND <LOD - - - -
05/08/96 ND ND ND ND ND ND <L.OD - - 1.07 0.52
10/21/96 ND ND ND ND ND ND <LOD - - 0.10 0.36
01/20/97 ND ND ND ND ND ND <LOD - - - -
07/21/97 ND ND ND ND ND ND <LOD - - - -
01/28/98 <0.16 18 <0.20 83 131 138 295 - - - —
07/14/98 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 2.0 0.220 0.255
02/23/99 Not Sampled 4.9 - -
05/19/99 Not Sampled 33
08/30/99 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 0.2 - -
11/22/99 Not Sampled 0.8
02/16/00 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 1.0 - -
05/18/00 Not Sampled
08/10/00 Not Sampled 1.0
01/04/01 Not Sampled
06/05/01 Not Sampled 3.0
NR 140 Ground Ethylbenzene MTBE Tohene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite
Water Standard | B (ppb) (ppb) (ppb) (ppb) benzenes (ppb) | Xylenes (ppb) (ppb) Iron (ppm) | Manganese (ppm) (ppm) asN(ppm)

nfi

gmﬁ? i 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 96 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

¥ Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled

Sulfate
(ppm)

Nitrate/Nitrite
A{ppm)

Methane



MW4--upgradient

TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Benzeno Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalenc Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) (ppb) (ppb) (ppb) zenes (ppb) (ppb) (ppb) (ppb) (ppm) (ppm) (ppm)
11/13/91 8.7 ND ND 14 ND 3.1 26 -- - - -
12/06/93 ND ND ND ND 1 0.66 1.7 - - - --
03/11/94 ND ND ND ND ND ND 10D - - - -
07/29/94 ND ND ND ND ND ND <LOD - - - --
04/03/95 ND ND ND ND ND ND <LOD - - - -
09/21/95 -
05/08/96 ND ND ND ND ND ND <LOD - - 0.02 0.29
10/21/96 ND ND ND ND ND ND <LOD - - 0.04 0.25
01/20/97 Not Sampled -
07/21/97 Not Sampled -
01/28/98 Not Sampled -
07/14/98 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 0.6 0.056 0.140
02/23/99 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 3.4 0.759 0.278
05/19/99 Not Sampled 3.1
08/30/99 <0.15 <0.5 <03 <0.4 <0.55 <0,55 <LOD <0.8 4.9 0.134 0.019
11/22/99 Not Sampled 0.4
02/16/00 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 1.1 0.11 0.18
05/18/00 Not Sampled
08/10/00 <0.15 <0.5 <03 <0.4 <0.55 <0.55 <LOD <0.8 1.0 0.207 0.011
01/04/01 Not Sampled
06/05/01 <11 <12 <12 <12 <23 <37 <LOD <0.93 44 0.0052 <0.002
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthalene Dissolved Dissolved Sulfate Nitrate/Nitrite
‘Water Standard | Benzene (ppb) _(ppb) _ (ppb) (ppb) benzenes (ppb) | Xylenes (ppb) (ppb) Iron (ppm) Manganese (ppm) (ppm) as N (ppm)
e 5 700 60 1,000 480 10,000 40 03 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 9% 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

1 Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled

Suffate
(pprm)

44.79
63.3

21.7
49.4

10.9

Nitrate/Nitrite

<<0.3

<0.3

<0.3

1.44

Methane

0.00374

<0.001

L




TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

MWS5--downgradient (Calumet Avenue ROW)
Benzene Ethylbenzene MTBE Toluenc  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite Methane

DATE (ppb) (ppb)  __(ppb) {ppb)  zenes (ppb) (ppb) (ppb) (ppb) (epm)  (ppm) {ppm)  (ppm) {ppm)  (ppm)
05/03/94 3,600 140 ND 170 ND 520 4,430 - - - - - - N
07/29/94 2,700 230 ND 160 ND 820 3,910 -- - - - — Y - -
04/03/95 3,800 270 ND 170 ND 840 5,080 - - - - - - _
09/21/95 3,200 300 ND 110 ND 610 4,220 - - - - - - o
05/08/96 2,290 223 ND ND ND 512 3,025 - - 8.24 0.13 - <0.5 -
10/21/96 1,460 350 ND 1,090 68 1,158 4,126 - - 7.98 0.06 <1.5 - -
01/20/97 489 1 ND 114 139 390 1,255 - - - - - - -
07/21/97 880 150 ND 29 31 252 1,314 - - - - - - -
01/28/98 21 5.6 <0.20 1.1 1.5 9.1 38 - - - - - - -
07/14/98 55.2 2.04 <<1.0 <<1.0 <20 <<2.0 57.2 <<1.0 0.5 0.355 0.308 259 - -
02/23/99 103 <<1.0 <<1.0 <<1.0 <2.0 <<2.0 10.3 <<1.0 5.0 119 0.401 102 <<0.3 -
05/19/99 3.81 <0.5 <03 <0.5 <1.0 <1.0 3.81 <1.0 4.5 - - - - -
08/30/99 4.41 <0.5 <0.3 <0.4 <0.55 <0.5§ 4.41 <0.8 0.1 3.32 0.426 101 <0.3  0.0895
11/22/99 3.46 <0.5 <0.3 <0.4 <0.55 <0.55 3.46 <0.8 1.4 - -- - - -
02/16/00 8.99 <0.5 <0.3 <0.4 <0.55 <0.55 8.99 <0.8 3.0 4.94 0.313 58.5 <<0.3 -
05/18/00 Not Sampled
08/10/00 161 26.5 <1.50 7.62 <275 15.91 211.03 <4.0 1.0 - - - - -
01/04/01 15.9 272 <0.3 0.932 <0.55 3.074 22.626 <0.8 43 - - - - -
06/05/01 160 130 <4.6 17 <91 158 465 <3.7 34 12 0.23 - ~ 0.79
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite
Water Standard _| Benzene (ppb! (ppb) pb) (ppb) b (ppt) _| Xylenes (ppb) (ppb) Iron (ppm) Manganese (ppm) | (ppm) as N (ppm)

ement
g:afnozr:!n 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action :
Limit 0.5 140 12 200 2% 1,000 8 0.15 0.025 125 2
< Below method Limit of Detection (LOD)

<<Below WDNR Reporting Limit (RL)
t Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled




TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank’s Auto Service

Manitowoc, Wisconsin
Project Number: 11194E

MW6--up/sidegradient (Calumet Avenue ROW)

Bcnzer';e Eﬂlylbenze:e MTBE Toluetll)e Trimethylben- Xylenes  Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite Methane
DATE (ppb) {ppb) (ppb) (ppb) zenes (ppb) (ppb) (ppb) b (ppm) (ppm)

05/03/94 ND ND ND 8.0 ND ND 8.0 (_np-__) - (m@_) (.Qmj:l-) (ppL_n_-) - imm_)
07/29/94 ND ND ND 0.64 ND ND 0.64 - -- - - - - -
04/03/95 ND ND ND ND ND ND <LOD -- - - - - . -
09/21/95 ND ND ND ND ND ND <LOD - - - - - -
05/08/96 ND ND ND ND ND ND <LOD -- . 0.16 0.10 - - -
10/21/96 ND ND ND ND ND ND <LOD - - 0.09 011 285 - -
01/20/97 ND ND ND ND ND ND <LOD - - - - - - -
07/21/97 ND ND ND ND ND ND <LOD - -- - - - -
01/28/98 <0.16 <0.29 <0.20 <0.36 <0.64 <0.94 <LOD - - - - - - -
07/14/98 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 0.6 - - - - -
02/23/99 Not Sampled

05/19/99 Not Sampled

08/30/99 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 2.1 - - - - -
11/22/99 Not Sampled

02/15/00 Not Sampled

05/18/00 Not Sampled

08/10/00 Not Sampled

01/04/01 Not Sampled

06/05/01 Not Sampled 3.1

NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite

Water Standard | Benzene (ppb) (ppb) (ppb) (oph) b (ppt) | Xylenes (ppb) (oph) Iron (ppm) | Manganese (ppm) |  (ppm) as N (ppm)

Enforcement

Standard 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10

Preventive Action

Limit 05 140 12 200 9 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)

<<Below WDNR Reporting Limit (RL})

t Anatyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-~ Parameter Not Sampled

M

DD PR O




MW?7—downgradient (offsite east)

TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) {ppb) {ppb) (ppb) zenes (ppb (ppb) (ppb) (ppb) (ppm) (ppm) (ppm)
05/03/94 17 ND ND 13 ND ND 18 - - - -
07/29/94 29 ND ND ND ND ND 2.9 - - - -
04/03/95 87 ND ND ND ND ND 87 - - - -
09/21/95 12 ND ND ND ND ND 1.2 - - - -
05/08/96 ND ND ND ND ND ND <LOD - . <0.01 0.01
10/21/96 ND ND ND ND ND ND <LOD - - 0.02 0.01
01/20/97 ND ND ND ND ND ND <LOD - - - -
07/21/97 ND ND ND ND ND ND <LOD - - - -
01/28/98 Not Sampled
07/23/98 Well Abandoned
MW8--up/sidegradient (Calumet Avenue ROW)

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) (ppb) (ppb) (ppb) zenes (ppb, (ppb) (ppb) (ppb) (ppm) (ppm) (ppm)
09/21/95 ND ND ND ND ND ND <LOD - - - -
05/08/96 ND ND ND ND ND ND <LOD - - - -
10/21/96 ND ND ND ND ND ND <1LOD - - 2.68 0.15
01/20/97 Not Sampled
07/21/97 Not Sampled
01/28/98 Not Sampled
07/14/98 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 0.5 0.095 0.138
07/23/98 Well Abandoned
NR 146 Ground Ethylbenzene MTBE Toluene Total Tritnethyl- Total Naphthalene Dissolved Dissolved Sulfate Nitrate/Nitrite
Water Standard | Benzene (ppb) _(ppb) (ppb) (ppb) benzenes (ppb) | Xylenes (ppb) (ppb) Iron (ppm) M (ppm) (ppm) as N (ppm)
Enforcement
Standard 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 2 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

t Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-~ Parameter Not Sampled

Sulfate

Nitrate/Nitrite

Nitrate/Nitrite Methane

Methane
Appm)  (ppm)




TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

MW9—down/sidegradient (offsite southeast-West Town Auto Plaza) .
Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite Methane

DATE __(ppb) ______ (ppb) __(ppb) __(ppb) zenes (ppb) ~fppb)  ___(ppb) b {ppm) (ppm)  (ppm) (ppm)  (ppm)
09/21/95 ND ND ND ND ND ND <LOD (.EP:) - (Em_) T T

05/08/96 ND ND ND ND ND ND <LoD - - 103 0.07 - - -
10/21/96 ND ND ND ND ND ND <LOD - - 0.82 0.07 46.2 -

01/20/97 Not Sampled ) -
07/21/97 Not Sampled

01/28/98 Not Sampled

07/14/98 Not Sampled

02/23/99 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 6.0 - - - -

05/19/99 Not Sampled -
08/30/99 Not Sampled

11/22/99 Not Sampled

02/15/00 Not Sampled

05/18/00 Not Sampled

08/10/00 Not Sampled 0.9

01/04/01 Not Sampled 38

06/05/01 Not Sampled 23

NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite

Water Standard _| Benzene (ppb) _(ppb) (ppb) (ppb) benzenes (ppb) | Xylenes (ppb) (ppb) Tron (ppm) | Menganese (ppm) (ppm) _ as N (ppm)

Enforcement

Standard 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10

Preventive Action

Limit 0.5 140 12 200 2 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (1.OD)

<<Below WDNR Reporting Limit (RL)

+ Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled




MW10-downgradient (Calumet Avenue ROW)

TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Benze:l:e Ethylbenzm;e MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite Methane
DATE (ppb) _(ppb) _(ppb) __ (pph) zenes(ppb)  __(ppb)  ___ (ppb) b (ppm) (ppm) (ppm)  (ppm)
09/21/95 14 ND ND ND ND ND 1.4 (.22:) - (.np%) - (pm_z_l-) I.I: -
05/08/96 ND ND ND ND ND ND <LOD - - 0.96 0.13 - - —
10/21/96 ND ND ND ND ND ND <LOD - - 0.73 0.16 65.9 - -
01/20/97 2 ND ND 3.2 ND ND 52 - - - ju - - -
07/21/97 ND ND ND 0.45 ND ND 0.45 - - - - - - -
01/28/98 0.17 0.32 <0.20 1.0 0.53 21 4.1 - - - - - - -
07/14/98 <<0.5 <<1.0 <<1.0 <<1,0 <<2.0 <<2.0 <<RL <<1.0 0.4 0.046 0.043 203 - -
02/23/99 <<0.5 <10 <«<L0  <<L0 <20 <20 <<RL <<1.0 48 1.50 0.128 132 <03 -
05/19/99 Not Sampled 21 132
08/30/99 <0.15 <0.5 <03 <0.4 <0.55 <0).55 <LOD <0.8 6.7 - - - - -
11/22/99 Not Sampled 03
02/15/00 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 - 1.46 0.121 105 <<0.3 -
05/18/00 Not Sampled
08/10/00 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 1.2 2.3 0.136 88.3 1.07  <0.001
01/04/01 Not Sampled 56 '
06/05/01 <11 <12 <12 <1.2 <23 <3.7 <LOD <0.93 2.7 2.6 0.12 - - <0.001
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthel Dissolved Dissolved Sulfate Nitrate/Nitrite
;V:fur St t‘ d__| Benzene (ppb) (ppb) _(ppb)_ (ppb) benzenes (ppb) | Xylenes (ppb) (ppb) Iron (ppm) | Manganese (ppm) {ppm) as N (ppm)

orcernernt
Standard 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 2 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

t Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled

B




RS1--source

TABLE 2

Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite
DATE __(pb) ____ (ppb) __(ppb) __ (ppb)  zenes(ppb)  _(ppb) __ (ppb) (ppb) (ppm)  (ppm) (ppm)  (ppm) (ppm)
10/21/91 4,100 680 ND 4,600 1,220 3,200 13,800 - - - - - -
12/06/93 13,000 1,600 | 3 6,600 2,380 8,600 32,263 -- - — - - -
03/11/94 17,000 2,900 ND 29,000 7,800 16,000 72,700 - - - - - -
07/29/94 21,000 83,000 ND 150,000 1,050,000 450,000 1,754,000 - - - - -- -
04/03/95 Not Sampled
09/21/95 Not Sampled
05/08/96 12,700 6,630 ND 55,000 15,400 33,800 123,530 - - 10.0 0.22 - -
01/20/97 Not Sampled
07/21/97 Not Sampled
01/28/98 Not Sampled
07/14/98 223 1,200 <<1.0 3,790 2,412 6,040 13,665 464 0.6 - - - -
02/23/99 6.53 26 <<1.0 51 108 116 308 149 2.1 1.04 0.658 44.8 <<0.3
05/19/99 4.68 125 <15 195 688 665 1678 60.7 - - - - -
08/30/99 111 20.6 <1.5 114 117 101 262 129 0.2 1.08 0.622 17.7 0.42
11/22/99 89.2 39.8 <3.0 61.8 172 174 537 29.4 0.3 - - - -
02/15/00 2.18 71.4 <L5 413 320 382 817 41.4 0.1 1.38 0.508 69.1 0.322
05/18/00 <0.75 991 <1.5 10.8 52.1 47.5 120 4.6 1.1 - - - -
08/10/00 19.5 11 <0.3 4.93 36.61 22.52 75 6.22 1.6 1.59 0.514 50.6 0.481
01/04/01 28.2 725 <6.0 638 2,489 3,437 7,289 288 4.0 - - - -
06/05/01 <11 <12 <12 <12 19t <37 19 <93 2.0 0.2 0.24 - -
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite
Water Standard | B {ppb) (ppb) (pb) (ppb) benzenes (ppb) | Xylenes (ppb) (ppb) Iron (ppm) Manganese (ppm) {ppm) as N (ppm)
Sm::;n - 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 % 1,000 8 0.15 0.025 125 2

.

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

T Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled

Methane
{ppm)




TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

RS2

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) (ppb) (ppb) (ppb) zenes (ppb) (ppb) (ppb) (ppb) (ppm) (ppm) (ppm)
10/21/91 660 210 ND 260 500 1,120 2,750 - - - -
12/06/93 300 56 ND 8.3 743 31 470 - - - -
03/11/94 350 41 ND 19 56 43 509 - - - -
07/29/94 250 22 ND 34 25 26.1 327 - - - -
04/03/95 Not Sampled
09/21/95 Not Sampled
01/20/97 Not Sampled
07/21/97 Not Sampled
01/28/98 Not Sampled
07/14/98 55.4 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 55.4 1.74 0.7 1.02 0.837
02/23/99 Not Sampled
05/19/99 Not Sampled 1.0
08/30/99 16 <0.5 <03 <0.4 <0.55 <0.55 1.6 <0.8 - -
11/22/99 Not Sampled 0.4
12/17/99 Well Abandoned
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthalene Dissolved Dissolved Sulfate Nitrate/Nitrite
Water Standard | Benzene (ppb) (bpb) (ppb) (ppb) b (ppb)_| Xylenes (ppb) (ppb) Iron (ppm) | M @pm) | (ppm) as N (ppm)
lsz;f:;:;“ ot 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 26 1,000 8 0.15 0.025 125 2

< Below methed Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

1 Analyte detected between lab's limit of detection (LLOD) and limit of quantitation (LOQ)
-~ Parameter Not Sampled

Sulfate
(ppm)

Nitrate/Nitritc
(ppm)

Methane
{ppm)




TABLE 2
Historical Ground Water Analytic Test Results (Continned)

Frank's Auto Service

Manitowoc, Wisconsin
Project Number: 11194E

RW1--downgradient

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite Methane
DATE (ppb) (opb) __(ppb) __(pph) zenes(ppb)  _(ppb) ____(ppb) ____(ppb) —(ppm) _{ppm) —(ppm) _(ppm) _(ppm) _(ppm)
23-Oct-96 9,270 4,260 ND 56,200 2,000 20,430 92,160 - 10.6 0.13 - - -
28-Jan-98 490 260 22 360 1,230 2,030 4,392 - - - - - —
14-Jul-98 <<50 176 <<100 136 2,085 1,174 3,571 200 13.0 0.189 127 - -
23-Feb-99 101 35 <<1.0 11 243 213 603 39.8 - - - - -
19-May-99 67 55 <L§ 47 775 282 1,226 122 2.4 - - - - -
30-Aug-99 655 48 <15 <20 397 266 1,366 <40 0.1 144 0.246 32.6 <03  0.0457
22-Nov-99 634 130 <3.0 27.6 1,175 539 2,506 378 2.2 - - - - -
16-Feb-00 214 151 <6.0 18.6 1,348 382 2,114 377 0.8 3.713 0.325 26.3 <0.3 -
18-May-00 209 101 <6.0 8.5 95§ 278.8 1,552 216 1.7 - - - - -
10-Aug-00 86.3 109 <6.0 12.8 1,139 451 1,798 312 1.1 9.55 0.424 228 0466 00412
04-Jan-01 Not Sampled
05-Jun-01 <57 <58 <57 <58 1,290 210t 1,500 290 13 3.2 0.24 - - 0.015
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Nophthal Dissolved Dissolved Sulfate Nitrate/Nitrite
Water Standard | Benzene (ppb) (ppb) (ppb) (ppb) benzenes (ppb) | Xylenes (ppb) (pb) Iron (ppm) Manganese (ppm) |  (ppm) as N (ppm)
ggo;::in o 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 v 200 26 1,000 ] 015 0.025 125 2

< Below method Limit of Detection (LOD)

<<Below WDNR Reporting Limit (RL)

+ Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-~ Parameter Not Sampled




RW2--sidegradient

TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) {ppb) (ppb) (ppb) zenes (ppb (ppb) (ppb) (ppb) __(ppm) (ppm) (ppm)
23-Oct-96 513 85.9 ND 205 74 227 1105 - 3.36 0.16
04-Jan-01 16 8.0 0.42 38 63 173 298 - - -
14-Jul-98 Not Sampled
23-Feb-99 Not Sampled
19-May-99 Not Sampled -
31-Aug-99 6.84 1.39 <0.3 <0.4 11.77 4.95 24.95 0.97 0.5 - -
22-Nov-99 Not Sampled -
16-Feb-00 5.29 1.23 <0.3 <0.4 7.53 0.69 14.74 1.57 0.4 - -
18-May-00 Not Sampled
10-Aug-00 13.3 0.795 <03 0.539 2.55 2.14 18.79 <0.8 1.6 3.93 0.478
04-Jan-01 Not Sampled
05-Jun-01 <11 <12 <12 <12 <23 <37 <LOD <93 21 14 0.37
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthalene Dissolved Dissolved Sulfate Nitrate/Nitrite
‘Water dard { Benzene (ppb) (ppb) (ppb) (ppb) benzenes (ppb) | Xylenes (ppb) (ppb) Iron (ppm) Manganese (ppm) (pprm) as N (ppm)
IS‘::fDm;:::l o ] 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 9% 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

1 Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled

Nitrate/Nitrite Methane

0.866 0.133
- 0.13




RW3--sidegradient

TABLE 2

Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Benzenc Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE —(opb) __ (ppb) _(ppb) __(ppb)  zemes(ppb) _(ppb) __ (ppb) ___ (ppb) —{ppm} _ (ppm)  _(ppm)
23-Oct-96 262 ND ND 38.1 ND 1.4 302 - 2.25 0.17
28-Jan-98 Not Sampled
14-Jul-98 51.4 7.63 <<1.0 19.8 <<2.0 419 83 <<1.0 - -
23-Feb-99 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <2.0 <<RL <<1.0 - -
19-May-99 Not Sampled .
31-Aug-99 0.67 <0.5 <0.3 <0.4 <0.55 <0.55 0.67 <0.8 1.5 - -
22-Nov-99 Not Sampled
16-Feb-00 Not Sampled
18-May-00 Not Sampled
10-Aug-00 Not Sampled 1.5
04-Jan-01 Not Sampled 4.6
05-Jun-01 Not Sampled 17
RWd4-downgradient

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) {ppb) (ppb) (pph) zenes (ppb (ppb) (ppb) (ppb) (ppm) (ppm) (ppm)
23-Oct-96 5,520 327 ND 2,190 ND 2,558 10,595 l.).. n:- m_
28-Jan-98 340 1.5 0.85 4.6 59 57 463 - - -
14-Jul-98 Not Sampled
23-Feb-99 4.47 <<1.0 <<1.0 <<1.0 1.23 <<2.0 4.47 <<1.0 - -
19-May-99 Not Sampled .
30-Aug-99 223 0.89 <0.3 1.81 1.53 1.93 28.46 <0.8 1.7 - -
22-Nov-99 Not Sampled 02
16-Feb-00 8.43 <0.5 <0.3 <0.4 0.909 0.744 10.08 <0.8 49 - -
18-May-00 Not Sampled
10-Aug-00 7.23 <0.5 <0.3 <0.4 <0.55 0.226 7.46 <0.8 13 0.541 0.813
04-Jan-01 Not Sampled
05-Jun-01 9.4 <12 <12 <12 <23 <3.7 9.4 <0.93 2.4 0.23 0.32
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthalene Dissolved Dissotved Sulfate Nitrate/Nitrite
Water Standard b) b b) b
Water Stand (ppb) (ppb) (ppb) (ppb) (ppb) _| Xylenes (ppb) pb) Iron(ppm) | Manganese (ppm) (ppm) asN(ppm)
Standard 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 96 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

t Analyte detected between lab's imit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled

Sulfate

Sulfate
_{ppm)

Nitrate/Nitrite
_(ppm)

Nitrate/Nitrite

Methane
_(ppm)

Methane

0.242

0.71




RW5--sidegradient

TABLE 2

Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) {ppb) (ppb) (ppb) zenes (ppb) (ppb) (ppb) (ppb) _{ppm) _ (ppm) (ppm)
23-Oct-96 3,930 1,130 ND 7,030 1,637 5,790 19,517 - 5.58 0.29
28-Jan-98 37.0 51 49 120 1,210 1,440 2,863 - - -~
14-Jul-98 15.1 106 <<10.0 77.0 1,503 1,010 2,711 150 - -
23-Feb-99 5.34 14.2 <<10.0 12.6 657 485 517 37.2 - -
19-May-99 2.64 6.4 <30 <5.0 503 353 865 46.2 1.6 - -
30-Aug-99 296 30.2 <30 10.3 1,844 809 2,696 10.3 2.5 - -
22-Nov-99 2.45 389 <1.5 4.2 1,105 328 1,479 36.8 03 - -
16-Feb-00 <0.3 373 <0.6 <0.8 623 3345 995 <16.0 38 - -
18-May-00 Not Sampled
10-Aug-00 <3.0 339 <6.0 <8.0 1,043 2475 1,077 16.6 1.8 111 0.381
04-Jan-01 Not Sampled
05-Jun-01 <23 33t <23 <23 950 254% 1,237 40% 32 0.019 0.38
RW6--down/sidegradient

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) (ppb) (ppb) (ppb)  zenes (ppb (pob) (ppb) (ppb) _(ppm) (ppm)
23-0ct-96 7,700 784 ND 12,000 502 4,490 25,476 - 7.03 0.12
28-Jan-98 44 41 24 36 460 267 850 - - -
14-Jul-98 274 179 <<50.0 92.1 1,551 1,144 3,240 241 13.2 0.165
23-Feb-99 1,110 226 <<20.0 75.1 269.8 2993 1,710 37.5 - -
19-May-99 197 75.1 <6.0 42.6 83.9 278.0 677 <20 1.8 - -
30-Aug-99 27.2 303 <3.0 3.5 258 1,004 1,665 109 0.1 4.12 0.278
22-Nov-99 178 606 <6.0 834 421 L735 3,023 49.0 0.1 - -
16-Feb-00 1,150 803 <6.0 56.6 731 1,885 4,625 69.6 0.4 6.72 0.208
18-May-00 9.55 161 <6.0 <8.0 1846 472 827 16.4 1.3 - -
10-Aug-00 3.34 81.9 <0.3 1.49 86.7 246.2 520 17.9 1.4 6.59 0.512
04-Jan-01 2.99 ) 722 <15 <2.00 304.6 294.9 675 20.5 5.5 - -
05-Jun-01 L2t 2t <1.2 <1.2 13 1.4t 18 2.2% 2.2 0.95 0.13
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite
Water Standard | Benzene (ppb) (pb) (ppb) ph) benzenes (ppb) | Xylenes (ppb) (ppb) Tron (ppm) Mi (ppm) | (ppm) as N (ppm)
g;f:;:::lent 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 % 1.000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)
+ Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)

-- Parameter Not Sampled

Sulfate
_(ppm)

Nitrate/Nitrite
(ppm)

Nitrate/Nitrite




RW7--downgradient

TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin

Project Number: 11194E

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen Dis. Iron Dis. Mn
DATE (ppb) (ppb) (ppb) (ppb) zenes (ppb) (ppb) (ppb) (ppb) _(ppm) _ (ppm) (ppm)
23-Oct-96 9,730 1,070 ND 18,100 830 1,300 37,030 - 4.69 0.07
28-Jan-98 1,800 230 <4.0 420 1,690 2.050 6,190 - - -
14-Jul-98 3,980 146 <<5.0 255 686 962 6,029 136 - -
23-Feb-99 198 25.7 <<5.0 10.6 258.8 79.3 572 41.2 - -
19-May-99 774 25.8 <LS5 59.5 118.8 197.1 1,175 11.7 22 - -
30-Aug-99 1,000 16.8 <6.0 29.7 51.4 772 1,175 197 01 18.0 0.246
22-Nov-99 1,240 413 <15 62.9 56.0 97.1 1,497 19.7 0.5 - -
16-Feb-00 1,460 56.2 <6.0 414 21.6 316 1,661 <16.0 0.8 16.4 0.071
18-May-00 1,250 89.3 <6.0 36.2 59.2 256.9 1,692 19.6 35 - -
10-Aug-00 169 489 <0.3 9.45 1559 143.1 526 184 13 9.37 0.67
04-Jan-01 120 41.0 <15 6.89 66.83 52.4 287.12 9.09 5.5 - -
05-Jun-01 244 <12 <12 <12 7t 181 113 48 23 48 0.42
RW8--downgradient

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE () __ _(ppb) _ (ppb) __(ppb)  zemes(ppb)  _(pph) (ppb) (ppb) (opm) _ (ppm) (opm)
23-0ct-96 372 192 ND 415 321.9 749 2050 - - n}.
28-Jan-98 Not Sampled
14-Jul-98 234 8.70 1.85 4.00 1.97 2.90 238 2.51 6.90 0.158
23-Feb-99 0.84 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 0.844 <<1.0 - -
19-May-99 Not Sampled _
30-Aug-99 122 <0.5 <0.3 <0.4 <0.55 <0.55 1.2 <0.8 0.8 - -
22-Nov-99 Not Sampled 1.7
16-Feb-00 0.265 <0.5 <0.3 <0.4 <0.55 <0.55 0.265 <0.8 1.6 - -
18-May-00 Not Sampled
10-Aug-00 Not Sampled 1.1
04-Jan-01 Not Sampled
05-Jun-01 Not Sampled 31
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Sulfate | Nitrate/Nitrite
Water Standard | B e (ppb) (ppb) (ppb) b) b b enes
Water Stand (ppb) (ppb) | Xylenes (ppb) (ppb) ppm) as N (ppm)
Standard s 700 60 1,000 480 10,000 40 250 10
Preventive Action
Limit 0.5 140 12 200 % 1.000 8 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

 Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled

Sulfate

Nitrate/Nitrite Methane

Appm) _(ppm)
0.49 1.26
<0.3 -
<0.3 1.19

- 0.53

Nitrate/Nitrite Methane
Appm) _(ppm)




TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

RW9--down/sidegradient 1 )
Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn  Sulfate Nitrate/Nitrite Methane

DATE (ppb) (ppb) (ppb) (ppb) zenes (ppb) {ppb) (ppb) (ppb) _(ppm) __(ppm) _{ppm) _(ppm) _(ppm) _(ppm)

23-Oct-96 4,650 220 ND 1,980 147 1,430 8,427 - - - - - -

28-Jan-98 Not Sampled

14-Jul-98 284 23.0 <<5.0 273 269.2 43.83 624 15.9 - - - - -

23-Feb-99 8.03 1.61 <<1.0 1.99 1.28 1.06 14 <<1.0 - - - - -

19-May-99 Not Sampled -

31-Aug-99 132 12.0 <0.3 1 7.85 14.19 167.8 <0.8 0.2 - - - - -

22-Nov-99 Not Sampled 03

16-Feb-00 780 348 <L.5 5.76 <2.75 46.46 867.0 <4.0 0.1 - - - - -

18-May-00 Not Sarpled ‘

10-Aug-00 8.75 1.19 <0.3 <0.4 2.7 0.268 12.9 <0.8 13 47.2 0.485 57.6 <0.3 0.0831

04-Jan-01 Not Sampled

05-Jun-01 <1 30t <12 <12 <23 <37 30 <93 1.8 15 0.76 - - 0.12

RW10--down/sidegradient (Calumet Avenue ROW)
Benzene Ethylbenzene MIBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. lron Dis. Mn  Sulfate Nitrate/Nitrite Methane

DATE (ppb) (ppb) (ppb) (ppb) zenes (ppb (ppb) (ppb) (ppb) _(ppm) _ (ppm) (ppm) _(ppm) _(ppm) _(ppm)
23-Oct-96 853 52.4 4.9 266 31.2 176.5 1384 - 2.85 0.11 - - -
28-Jan-98 43 0.56 0.26 11 4 9.2 19 - - - - - -
14-Jul-98 Not Sampled

23-Feb-99 <<0.5 <<1.0 4.87 <<1.0 <<2.0 <<2.0 <<RL <<1.0 - - - - -
19-May-99 Not Sampled : -

30-Aug-99 Not Sampled 0.5

22-Nov-99 Not Sampled 0.5

16-Feb-00 0.205 <0.5 3.82 <0.4 <0.55 <0.55 4.0 <0.8 3.6 - - - - -
18-May-00 Not Sampled

10-Aug-00 0.202 <0.5 1.9 <0.4 <0.55 <0.55 2.1 <0.8 11 - - - - -
04-Jan-01 Not Sampled B 4.6

05-Jun-01 Not Sampled 13

NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthalene Dissolved Dissolved Sulfate Nitrate/Nitrite

‘Water Standard | B (ppb) (ppb) (ppb) (ppb) benzenes (ppb) | Xylenes (ppb) (ppb) iron (ppm) Manganese (ppm) |  (ppm) 2s N (ppm)

Enforcement

Stam;ard " 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10

Preventive Action

Limit 0.5 140 12 200 2 L.000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)

<<Below WDNR Reporting Limit (RL)

+ Analyte detected between lab's limit of detection (LOD) and timit of quantitation (LOQ)
-- Parameter Not Sampled




RW11—downgradient (Calumet Avenue ROW)

TABLE 2
Historical Ground Water Analytic Test Results (Continued)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Dis. Mn  Sulfate Nitrate/Nitrite Methane

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes  Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron
DAIE (ppb) (ppb) __(ppb) __(ppb)  zemes(ppb)  __(ppb) __(ppb) ___ (ppb) —(ppm) _ (ppm)  _(ppm)
23-Oct-96 3,570 215 ND 517 ND 1,026 5,328 - - -
28-Jan-98 330 15 0.63 7.1 4.8 35.2 393 - - -
14-Jul-98 363 12.2 213 1.22 116 143 394 <<1.0 - -
23-Feb-99 333 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 33 <<1.0 - -
19-May-99 44.5 3.6 <0.3 0.5 <1.0 2.9 50.9 <1.0 - - -
30-Aug-99 81.5 4.95 <0.3 4.65 19.32 25.49 135.9 323 - -
22-Nov-99 2,710 <25.0 <15.0 <20.0 <21.5 25.7 2,736 <40.0 03 - -
16-Feb-00 2,120 87.4 <15.0 713 <27.5 84.1 2,363 <40.0 0.2 - -
18-May-00 219 12.8 <0.3 1.9 0.57 18.5 56 <0.8 1.9 - -
10-Aug-00 25.9 <0.5 <0.3 <0.4 0.23 0.358 26 <0.8 1.1 - -
04-Jan-01 713 472 <0.3 11.9 2.164 119.9 894.164 0.825 7.0 - -
05-Jun-01 <11 1.2 <12 <12 <23 <37 12 <0.93 3.2 - -
RW12--downgradient (Calumet Avenue ROW)

Benzene Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn
DATE (ppb) (ppb) __(ppb) (ppb) zenes (ppb (ppb) (ppb) (ppb) _(ppm) __(ppm) {ppm)
23-Oct-96 3,140 15.7 ND 174 ND 75.7 3,405 - 2.16 0.10
28-Jan-98 Not Sampled
14-Jul-98 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 - -
23-Feb-99 <<0.5 <<1.0 <<1.0 <<1.0 <<2.0 <<2.0 <<RL <<1.0 -~ -
19-May-99 Not Sampled -
30-Aug-99 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 - -
22-Nov-99 Not Sampled 0.1
16-Feb-00 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 0.8 - -
18-May-00 Not Sampled
10-Aug-00 Not Sampled 0.9
04-Jan-01 Not Sampled
05-Jun-01 Not Sampled 2.5
NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total Naphthal Dissolved Dissolved Sulfate Nitrate/Nitrite
Water jard | Benzene (ppb (ppb) (ppb) (ppd) benzenes (ppb) | Xylenes (ppb) (ppb) iron (ppm) Manganese (ppm) (ppm) asN (ppm)
g;f:;::g‘ - 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10
Preventive Action
Limit 0.5 140 12 200 2 1,000 8 0.15 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

t Analyte detected between fab's limit of detection (LOD) and limit of quantitation (LOQ)
-- Parameter Not Sampled

Sulfate

_(ppm)

Nitrate/Nitrite
_{ppm)

Methane
{ppm)




RW13--downgradient (offsite)

TABLE 2
Historical Ground Water Analytic Test Results (Continned)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

Benzetl:e Ethylbenzene MTBE Toluene  Trimethylben- Xylenes Total PVOC  Naphthalene Dis. Oxygen  Dis. Iron Dis. Mn  Sulfate
DATE (ppb) _____ (ppb) __(ppb) __(ppb)  zenes (ppb) (ppb) (ppb) (ppb) (ppm) __(ppm) (ppm) _(ppm)
23-Oct-96 151 3,500 ND 472 12.6 153.6 4289 - <0.01 0.01 -
31-Jul-97 ND ND ND ND ND ND ND - - - -
16-Oct-97 ND ND ND ND ND ND ND - - - -
28-Jan-98 <0.16 <0.29 <0.20 <0.36 <0.64 <0.94 <LOD - - - -
14-Jul-98 Not Sampled

23-Feb-99 <<0.5 <<1.0 <<L0 <<10 <<2.0 <<2.0 <<RL <<1.0 - - - -
19-May-99 Not Sampled

30-Aug-99 <0.15 <0.5 <0.3 <0.4 <0.55 <0.55 <LOD <0.8 7.5 - - -
22-Nov-99 Not Sampled

17-Dec-99 Well Abandoned

NR 140 Ground Ethylbenzene MTBE Toluene Total Trimethyl- Total phthal Dissolved Dissolved Sulfate Nitrate/Nitrite

Water dard | Benzene (ppb; b, b yl M

Enforcement (een) (ep). ot {ept) (ppb) | Xylenes (pph) (ppb) Iron (ppm) (ppm) (ppm) asN(ppm)

Standard 5 700 60 1,000 480 10,000 40 0.3 0.05 250 10

Preventive Action

Litmit 0.5 140 12 200 26 1,000 8 015 0.025 125 2

< Below method Limit of Detection (LOD)
<<Below WDNR Reporting Limit (RL)

1 Analyte detected between lab's limit of detection (LOD) and limit of quantitation (LOQ)
- Parameter Not Sampled

Nitrate/Nitrite




— T

TABLE 2
Geoprobe-Soil Analytic Test Results—March 20, 1995
3 NR 720
3 Analyte (ppm GP1-4C GP2-5 GP3-5 GP4-4B GPs5-4 GP6-4B  Soil Standards
i GRO ND 98 1.1 ND ND 73 100 ppm
i DRO ND 130.0 2.8 - ND - 100 ppm
Analyte (ppb
Benzene 11 2900 0.21 0.22 ND 3600 5.5 ug/kg
Ethylbenzene ND 1800 ND ND ND 8100 2900 ug/kg
Toluene 0.33 83 1.10 0.97 0.31 550 1500 ug/kg
1,2,4-Trimethylbenzene ND 60 ND ND ND 3300
1,3,5-Trimethylbenzene ND ND ND ND ND 960
O Xylene ND 85 ND ND ND 410
M,P Xylenes ND 1500 ND ND ND 23000 4100 ug/kg
MTBE ND ND ND ND ND ND
TOTAL PVOC 11.33 6428 1.31 1.19 0.31 39920
Sample Depth 9 10’ 10’ 9 8 9
GRO = Gasoline Range Organics
DRO = Diesel Range Organics
ND = Compound Not Detected
- = Not Tested
PVOC = Petroleum Volatile Organic Compounds (EPA Method 8020)
N:\11194E\SORE0395. WB1
INFORMATION TAKEN FROM REMEDIAL ACTION PLAN REPORT SEPTEMBER 7 1995, B6B PREREMEDIALSOIL ANAL YTIC TEST RESULTS

%




TABLE 1

Soil Analytic Test Results—April 22, 1994

Analyte (ppm MW5-2 MWS5-5 MW6-3 MW7-5
GRO ) 9.6 93 <2 <2
DRO 8.6 9.6 5.8 6.3
Analyte (ppb)

Benzene ND 5,500 ND 3,100
Ethylbenzene 34 ND ND ND
MTBE ND ND ND ND
Toluene ND 330 ND ND
1,2,4-Trimethylbenzene 950 ND ND ND
1,3,5-Trimethylbenzene 220 ND ND ND
Total Xylenes 72 ND ND ND
TOTAL PVOC 1,276 5,830 ND 3,100

GRO = Gasoline Range Organics

DRO = Diesel Range Organics

ND = Compound Not Detected

— = Not Tested

PVOC = Petroleum Volatile Organic Compounds (EPA Method 8020)

N:\11194E\SORE0494.WB1

STATUS REPORT FOR MONITORING WELL CONSTRUC TION
FEBRUARY 28 1995 PREREMEDIAL




Anal m
DRO
GRO
Lead

Analyte (ppb

Benzene

Ethylbenzene

MTBE

Toluene

1,2,4 Trimethylbenzene
1,3,5 Trimethylbenzene
Xylenes

Total PVOC

Sample Depth (ft)

TABLE 3
Soil Analytic Test Results (August 5 and 6, 1996)

Frank's Auto Service
Manitowoc, Wisconsin
Project Number: 11194E

DRO = Diesel Range Organics (WI Method)

GRO = Gasoline Range Organics (WI Method)

PVOC = Petroleum Volatile Organic Compounds (EPA Method 8021)
ND * = Compound Not Detected

- = Parameter Not Tested

i:\data\qpro\env\1 1000\11194¢\s0rc0996. wb2

REMEDIATION SYSTEM CONSTRUCTION AND START UP REPORT

RW1 RW2 RW3 RW4 RWS5 RW6 RW7 RW8 RW9 RWI0 RWII RWI2
2305 --- - - —— - - - 16.1 = - = -
10800 - ND - --- 217 - - 110 --- - ---
732 - ND . - ND - - ND — - -
34100 7450 2000 5440 130000 6720 7140 1690 3200 10200 7070 30
240000 4650 70 9910 284000 7160 6750 10700 6730 250 5650 30
4800 240 30 240 5690 230 240 240 240 30 250 30
112000 900 850 23600 1070000 41200 3760 11600 37300 696 2560 30
445000 7640 30 16600 744000 15300 11100 18900 10300 30 250 30
136000 1990 30 5790 237000 4140 2970 5260 2710 30 250 30
899000 17760 80 40500 1374000 37400 35130 46700 36100 770 24520 60
1870900 40630 3090 102080 3844690 112150 67090 95090 96580 12006 40550 240

7 7 8 7 7 7 1.5 1.5 7 8 10 8

FEBRUARY 2 4 1998 PREREMEDIAL
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LEGEND

REMEDIATION ?JO% PROPOSED - BUSTHG UTILTIES
BUILDING (16'x12'x8") J A WO—m——=— sy sevEn whGLE
7 _\ / W eI s e e
N MW e —at st— STORM SEWER SERVICE
/ MW4 ND ) [ul) CURB CATCH BASIN
MWS 465 ' Ba CURB INLET
MWE NS oa CLEANOUT
MW7 ABANDONED — W  WATER MAN
i 5 Mws ABANDONED —w ws— WATER SERVICE
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TABLE 1
Historical Ground Water Elevations (U.S.G.S.)

Frank's Auto Service
Manitowoc, Wisconsin
Project Nurmber: 11194E

=

MW] MW2 MW3 Mw4 MWS MW MW7 Mwg MWS MWI0 RW1 RW2 RW3 RW4 RWs RW6 RWJ7 RWB RW9 RWI0O RWill RWI2 Rwll
Ground Elevation 670.74 670.85 670.66 670.50 G670.19 670.03 671.11 669.67 670.65 669.53 67080 67090 671.10  671.00  670.60 67060 67080 67070 670.80 67030 67030 67020 671.00
PVC Elevalion 67030 67037 670.13 67236 669.57 669.44 67105 669.08 67027 669.11 669.92 670.19 670.15 67027 66938 66991 669.97 670.13 669.90 669.59 669.60 669.43 670.20
Top of Screen Elev. 66434 664.45 663.96 66330 663.99 665.93 66571 664.17 66515 664.03 66480 663.90 66510 66500  663.60 664.60 66480 66370 664.80 663.30 66330 66320 664.00
Bottom of Screen Elev.  654.34 654.45 653.96 65330 653.99 65593 65571 65417 65515 654.03

Date MWL MW2 RWLI RW2 RW3 RW4 RWS RW6 RWJ RWE RW9 RWI0 RWIl RWI2 RW13
13-Nov-91 662.72 *662.51

15-Jan-92 662.43  662.35 .

05-Feb-92 662.09 662.02 N . Prior to Well Installation .
07-Dec-93 662.09 *660.76

11-Mar-94 66191 *659.33 . '

29-Jul-94 662.49 — 66251 662.78 66195 662.26 662.81

03-Apr-95 661.72 *661.92 661.78 662.06 66132 661.62 662.00

21-Sep-95 66199 661.24 66194 66223 661.54 66176 66216 66132 661.13 661.03

08-May-96 663.06 66294 66332 663.75 662.16 662.79 663.66 661.99 661.67 661.77

23-Oct-96 662.10 66287 66231 66321 661.61 661.81 66245 66138 661.12 661.06 66249 66235 662.45 662.6  661.64 66177 661.89 66245 660.97 66149 66137 661.09 662.36
20-Jan-97 660.17 658.48 660.76 660.85 66032 660.68 661.26 660.56 660.28 660.53 - - - - - - - - - - - _ -
21-Jul-97 662.16 662.08 66234 662.54 66168 662.01 662.58 661.43 66131 661.25 - - - - - - - _ - - - - _
28-Jan-98 659.20 658.17 659.58 - 659.36 659.79 659.69 659.41 - 67027 66938 65933 661.89 - - 659.44 65945 - 659.85
14-Jul-98 661.60 66124 661.93 66236 661.64 661.18  662.02 -~ 6618 - 66140 66169 66997 66168 661.00 -~ 660.40 661.12 -
23-Jan-99 661.80 66146 66193 662.12 661.41 . 93 66105 661.97 66193 66200 661.61  661.90 66189 661.7 661.53 660.84 661.65 661.56 661.46 661:25
19-May-99 661.04 660.85 66188 662.84 661.12 661.33]Abandoned 66062 661.02 661.64 - - - 66132 66155 66137 - - - 661.29 - -
30-Aug-99 66230 66248 66251 662.63 66197 662.03 66141 66136 662.60 662.61 662.54  662.59 66223 662.51 66247 66278 661.49 - 66213 662.06 662.78
22-Nov-99 661.18 66147 66122 66136 661.12 661.30 66075 660.61 66142 66143 66142 66137  661.24 661.43 66131 66127 66039 66130 66125 661.17 661.30
15-Feb-00 660.85 660.74 660.56 660.76 660.50 - 660.54 660.18 66115 661.19 66099 66112 66110 66126 661.14 660.95 66034 661.06 661.00 660.68
18-May-00 - 662.64 - - - - - ~ 663.65 - - - - 66339 66302 - - -~ 662.49 -1 Well
10-Aug-00 662.75 662.97 66309 663.61 662.11 = 66160 6615 663.18 663.14 663.14 . 663.18 66274 663.00 66277 66295 662.65 662.44 66238 662.27| Aband.
04-Jan-01 661.72  661.81 - - 66132 - 660.97 660.87 - -~ 661.90 - ~ 661.81 66175 - - 66162 661.84 -
05-Jun-01 66391 66370 664.17 66531 662.60 663.29 662.00 662.11 664.07 66439 66407 66384  663.60 663.86 664.52 663.86 663.05 663.07 663.13 662.83

* = Free Product Detected in Monitoring Well
NA = Not Aveilable

IA A FIS4ENHZOELEV wb2
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February 13, 2003

Subject: Legal Descriptions of Contaminated Properties
» Frank’s Auto Service
Comm No.: 54220-5436-20
BRRTS No.: 03-36-000607

This is a statement made by the Responsible Party (RP), Jan Schramm, Item B12 for GIS
registration, that the legal descriptions of all properties within or partially within the
contaminated site boundaries are attached to this statement.

¢ Contamination also extends into the right-of-way of Calumet Avenue

Jan Schramm (Responsible Party)

Signature: ga;m wd ég I, Date:_oZ -7 ()-0Og
Jeft Schramm

B12 STATEMENTS SIGNED BY RESPONSIBLE PARTY
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December 2, 2002

Mr. Reggie Buran ,
Buran Law Office :
1115 South 9" Street
Manitowoc, Wisconsin

Subject: Groundwater Contamination
Tires Plus (Former Frank's Auto Service)
i Manitowoc, Wisconsin

. BRRTS No.: 03-36-000607
: COMM No.: 54220-5436-20

Dear Mr: Buran:

Groundwater contamination that appears to have originated on the property located at 3820
Calumet Avenue, Manitowoc, Wisconsin has migrated onto your property at 3810 Calumet
Avenue (refer to the attached map: Estimated PVOC Isoconcentration Plan, June 5, 2001). The
levels of trimethylbenzene (1290 ug/L) and naphthalene (290 ug/L) contamination in the
groundwater at RW1 located near your property line are above the state groundwater
enforcement standards found in chapter NR 140, Wisconsin Administrative Code. However, the
environmental consultants who have investigated this contamination have informed me that this
groundwater contaminant plume is stable or receding and will naturally degrade over time. |
believe that allowing natural attenuation to complete the cleanup at this site will meet the
requirements for case closure that are found in chapter NR 726 and chapter Comm 46,
Wisconsin Administrative Code, and | will be requesting that the Department of Commerce
accept natural attenuation as the final remedy for this site and grant case closure. Closure
means that the Department will not be requiring any further investigation or cleanup action to be
taken, other than the reliance on natural attenuation. Additional information about natural
attenuation is presented in the attached copy of the WDNR Fact Sheet What Landowners
Should Know: Information About Using Natural Aftenuation To Clean Up Contaminated
Groundwater.

Since the source of the groundwater contamination is not on your property, neither you nor any
subsequent owner of your property will be held responsible for investigation or cleanup of this
groundwater contamination, as long as you and any subsequent owners comply with the
requirements of section 292.13, Wisconsin Statutes, including allowing access to your property
for environmental investigation or cleanup, if access is required. For further information on the
requirements of section 292.13, Wisconsin Statutes, you may call 1-800-367-6076 for calls
originating in Wisconsin, or 608-264-6020 if you are calling from out of state or within the
Madison area, to obtain a copy of the Department of Natural Resources’ publication #RR-589,
Fact Sheet 10: Guidance for Dealing with Properties Affected by Off-Site Contamination.

B13




Mr. Reggie Buran
December 2, 2002
Page 2

The Department of Commerce will not review my closure request for at least 30 days after the
date of this letter. As an affected property owner, you have a right to contact the Department to
provide any technical information that you may have that indicates that closure should not be
granted for this site. If you would like to submit any information to the Department of Commerce
that is relevant to this closure request, you should mail that information to: Mt. Bob Klauk,
Department of Commerce-Bureau of PECFA, 2129 Jackson Street, Oshkosh, WI 54901.

If this case is closed, all properties within the site boundaries where groundwater contamination
exceeds chapter NR 140 groundwater enforcement standards will be listed on the Department
of Natural Resources’ geographic information system (GIS) Registry of Closed Remediation
Sites. TI;Je information on the GIS Registry includes maps showing the location of properties in
Wisconsin where groundwater contamination above chapter NR 140 enforcement standards
was found at the time that the case was closed. This GIS Registry will be available to the
general public on the Department of Natural Resources’ internet web site. Please review the
enclosed legal description of your property, and notify me within the next 30 days if the legal
description is incorrect.

Should you or any subsequent property owner wish to construct or reconstruct a well on your
property, special well construction standards may be necessary to protect the weil from the
residual groundwater contamination. Any well driller who proposes to construct a well on your
property in the future will first need to call the Diggers Hotline (1-800-242-8511) if your property
is located outside of the service area of a municipally-owned water system, or contact the
Drinking Water program within the Department of Natural Resources if your property is located
within the designated service area of a municipally-owned water system, to determine if there is
a need for special well construction standards.

Once the Department makes a decision on my closure request, it will be documented in a letter.
If the Department grants closure, you may obtain a copy of this letter by requesting a copy from
me, by writing the agency address given above or by accessing the DNR GIS Registry of
Closed Remediation Sites on the internet at www.dnr.state.wi.us/org/at/et/geo/gwur. A copy of
the closure letter is included as part of the site file on the GIS Registry of Closed Remediation
Sites. ‘

If you need more information, you may contact me at 2101 South 42™ Street, Manitowoc, (920-
682-0233) or you may contact Mr. Bob Klauk, Department of Commerce at 2129 Jackson
Street, Oshkosh, Wi 54901 or 920-424-0046.

Sincerely,

g e %/ZM%%W

Jan Schramm

Enclosures: WDNR Fact Sheet - What Landowners Should Know: Information About Using
Natural Attenuation To Clean Up Contaminated Groundwater ‘
Legal Description
Estimated PVOC Isoconcentration Plan, June 5, 2001




April 1, 2003

11194E
City Clerk

817 Franklin Street
Manitowoc, Wisconsin

Subject: Notification of Remaining Ground Water Contamination
Tires Plus (Former Frank’s Auto Service) — Manitowoc, Wisconsin
3 BRRTS.: 03-36-000607 COMM No.: 54220-5436-20
Dear City Clerk:

I have sugcessfully remediated the petroleum contamination at the Tires Plus (Former Frank’s Auto
Service) site at 3820 Calumet Avenue, Manitowoc, Wisconsin to meet criteria for project closure as
outlined in Chapters NR 726 and NR 746, Wisconsin Administrative Code. In accordance with the most
recent version of NR 726, I am required to provide written notification of the presence of residual soil
and/or groundwater contamination from the source property that remains within a public right-of-way to
the clerk of the town and county where the right-of-way is located and to the municipal department or
state agency that is responsiblc for maintaining the strect.

As such, this letter provides notification that benzene contaminated groundwater at concentrations of 160
ug/L in the most recent sampling round, remains in the right-of-way of Calumet Avenue in Manitowoc,
Wisconsin. The distribution of benzene contamination is shown on the attached map titled Estimated
Benzene Iso-Concentration Plan (6-05-01). This notification will allow the Wisconsin Department of
Commerce to move ahead with closure of the Tires Plus (Former Frank’s Auto Service) site with the
understanding that the City of Manitowoc and County of Manitowoc have knowledge of the remaining
contamination in the right-of-way.

If you have any questions, please call Scott Hodgson at Miller Engincers & Scientists (920-954-9100).

Sincerely,

Qan atrcrmme

Jan Schramm

KAR
Enclosure: Estimated Benzene Iso-Concentration Plan (06-05-01)

c: Miller Engineers Scientists
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April 1,2003

11194E
Director, Public Works ‘

Highway Department .
900 Quay Street
Manitowoc, Wisconsin

Subject: Notification of Remaining Ground Water Contamination
. Tires Plus (Former Frank’s Auto Service) — Manitowoc, Wisconsin
* BRRTS.: 03-36-000607 COMM No.: 54220-5436-20

Dear Public Works Director:

I have successfully remediated the petroleum contamination at the Tires Plus (Former Frank’s Auto
Service) site at 3820 Calumet Avenue, Manitowoc, Wisconsin to meet criteria for project closure as
outlined in Chapters NR 726 and NR 746, Wisconsin Administrative Code. In accordance with the most
recent version of NR 726, I am required to provide written notification of the presence of residual soil
and/or groundwater contamination from the source property that remains within a public right-of-way to
the clerk of the town and county where the right-of-way is located and to the municipal department or
state agency that is responsible for maintaining the street.

As such, this letter provides notification that benzene contaminated groundwater at concentrations of 160
ug/L in the most recent sampling round, remains in the right-of-way of Calumet Avenue in Manitowoc,
Wisconsin. The distribution of benzene contamination is shown on the attached map titled Estimated
Benzene Iso-Concentration Plan (6-05-01). This notification will allow the Wisconsin Department of
Commerce to move ahead with closure of the Tires Plus (Former Frank’s Auto Service) site with the
understanding that the City of Manitowoc and County of Manitowoc have knowledge of the remaining
contamination in the right-of-way.

If you have any questions, please call Scott Hodgson at Miller Engineers & Scientists (920-954-9100).

Sincerely,

Q(éﬂ ‘7!:4'%%7)1”74/
Jan Schramm

KAR

Enclosure: Estimated Benzene Iso-Concentration Plan (06-05-01)

c Miller Engineers Scientists




April 1, 2003

11194E
County Clerk
1010 South 8™ Street

Manitowoc, Wisconsin

Subject: Notification of Remaining Ground Water Contamination
Tires Plus (Former Frank’s Auto Service) — Manitowoc, Wisconsin
X BRRTS.: 03-36-000607 COMM No.: 54220-5436-20-
Dear County Clerk:

I have successfully remediated the petroleum contamination at the Tires Plus (Former Frank’s Auto
Service) site at 3820 Calumet Avenue, Manitowoc, Wisconsin to meet criteria for project closure as
outlined in Chapters NR 726 and NR 746, Wisconsin Administrative Code. In accordance with the most
recent version of NR 726, 1 am required to provide written notification of the presence of residual soil
and/or groundwater contamination from the source property that remains within a public right-of-way to
the clerk of the town and county where the right-of-way is located and to the municipal department or
state agency that is responsible for maintaining the street.

As such, this letter provides notification that benzene contaminated groundwater at concentrations of 160
ug/L in the most recent sampling round, remains in the right-of-way of Calumet Avenue in Manitowoc,
Wisconsin. The distribution of benzene contamination is shown on the attached map titled Estimated
Benzene Iso-Concentration Plan (6-05-01). This notification will allow the Wisconsin Department of
Commerce to move ahead with closure of the Tires Plus (Former Frank’s Auto Service) site with the
understanding that the City of Manitowoc and County of Manitowoc have knowledge of the remaining
contamination in the right-of-way. .

If you have any questions, please call Scott Hodgson at Miller Engineers & Scientists (920-954-9100).

Sincerely,
?ﬂ*ﬂ )4/@%///@11&/
an Schramm
KAR
Enclosure: Estimated Benzene Iso-Concentration Plan (06-05-01)

c Miller Engineers Scientists




March 11, 20003

Ms. Shar Te Beest
Wisconsin Department of Transportation

Subject: Notification of Contamination in right-of-way

County: Manitowoc

Highway: U.S. Highway 151 (Calumet Avenue)

Site Name:  Tires Plus (Former Frank’s Auto Service)

Site Address: 3820 Calumet Avenue, Manitowoc, Wisconsin
BRRTS No.: 03-36-000607

PECFA No.: 54220-5436-20

Responsible Party: Jan Schramm
2101 South 42" Street
Manitowoc, WI 54220

Consultant: Miller Engineers Scientists
Kari A. Rabideau
1119 W. Kennedy Ave. Suite A
Kimberly, WI 54136

Phone: 920-954-9100

Fax: 920-954-8720

Email Address: krabideau@startwithmiller.com

Soil Contamination: Yes  Depth to Contamination: Varied, immediately below asphalt
paved source areas to depths of 8 feet where the water table is

encountered.

Groundwater Contamination: Yes Depth to Water Table: Approximately 8 feet.

Type of Contamination Present: Petroleum contamination, specifically benzene. Benzene
contaminated groundwater concentrations of 160 pug/L in the
most recent sampling round, remains in the right-of-way of

Calumet Avenue.

Summary of Cleanup Activities:

Petroleum contamination was found at Frank’s Auto Service in April 1991 during the removal of
four underground gasoline storage tanks. Miller Engineers & Scientists subsequently completed a
site investigation and carried out interim action product removal. The Remedial Action Plan
(August 1995) recommended the implementation of multi-phase extraction for remediation of soil
and ground water. A dual-phase recovery system consisting of 13 recovery wells, 2 recovery




sumps, and a ground water treatment system was installed in 1996. The system removed an
estimated 4,143 pounds of contaminants from the subsurface and significantly reduced
contaminant concentrations. The system was shutdown in July 1999, for natural attenuation
ground water monitoring.

If you have any questions, please call either Kari Rabideau or Scott Hodgson at Miller Engineers
Scientists (920-954-9100).

Attachment: Estimated Extent of Soil and Groundwater Contamination (Figure 5)

C: Jan Schramm (via U.S. Mail)

IADATA\WORDSZAEN VA1 1000\ 1 194E\WDOT.DOC
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Kari Rabideau

From: "TeBeest, Sharlene" <sharlene.tebeest@dot.state wi.us>
To: "Kari Rabideau™ <krabideau@startwithmiller.com>
Sent: Tuesday, March 11, 2003 11:32 AM

Subject:  RE: Notification of Contamination within Right of Way

Thank you Kari, I've received your notification for the Tires Plus (former Frank's Auto) site.
----- Original Message-----

From: Kari Rabideau [mailto:krabideau@startwithmiller.com]

Sent: Tuesday, March 11, 2003 9:49 AM

To: sharlene.tebeest@dot.state.wi.us

Subject: Re: Notification of Contamination within Right of Way

The associated PDF file is attached.

—— Original Message —--

From: Kari Rabideau

To: sharlene.tebeest@dot.state wi.us

Sent: Tuesday, March 11, 2003 9:38 AM

Subject: Notification of Contamination within Right of Way

See attachments

Kari A. Rabideau

Project Management Assistant
Miller Engineers & Scientists
Phone: 920-954-9100

Fax: 920-954-8720

krabideau@startwithmiller.com

3/11/2003



